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MD-3840UA 
MEDIUM DENSITY POLYETHYLENE  

 
General Informations: 
     MD3840UA is a linear medium density polyethylene (MDPE) with butene copolymer. 
This polymer has narrow molecular weight distribution. MD3840UA is used as a 
rotational molding grade.This product has following characteristics: 
*Good impact strength 
*Excellent external and internal surface finish 
*Whiteness 
*Good stress cracking resistance 
*UV stabilized 
 
Applications: 
*Rotational moulded items with good stiffness 
*Septic tanks 
*Ordinary containers 
 
Specifications: 
 

Property Unit Value Test Method 
Melting point  oC 131 ASTM D 2117 
MFI (190o C/ 2.16kg )  gr/10 Min. 4 ASTM D 1238 - 7 
Density  gr/cm3 0.938 ASTM D 1505 - 68 
Vicat softening point  oC Min. 115 ASTM D 1525 
Tensile strength @ yeild MPa Min. 15 ASTM D 638 - 72 
Elongation @ break % Min. 900 ASTM D 638 
Charpy impact strength  KJ/m2 Min. 18 ASTM D 256 
Flexural modulus MPa 650 ASTM D 790 

Hardness  Shore D  65 ASTM D 2240 
Thermal conductivity W/m2 0.48 ASTM D 177 
C.O.L.E oC 2X10-4 ASTM D 696-91 

ESCR (F50 , 23oC) hr 400 ASTM D 1693 
 
     The above data are typical laboratory average . They are intended to serve as guides only. 
 
 
 
Iran Petrochemical Commercial Co.(IPCC) For more information please contact us at: 
P.O. BOX: 19395/4619, TEHRAN-IRAN Telefax: +98 21 8788987-8889672-8788007-8799537 
E-mail: pcc@petrochem-ir.net Telex: +98 21 216924-5 
Web site:http//petrochem-ir.net  
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